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DETAILED ACTION 



Response to Amendment 



1. 



The amendments to the Abstract and Specification have been acknowledged. 



2. 



The amendments to Claims 1 and 15 have been acknowledged. 



3. 



The new Claims 20-22 have been acknowledged. 



4. 



Claims 1-22 stand rejected. 



Claim Rejections - 35 USC§102 



5. The following are quotations of the appropriate paragraphs of 35 U.S.C. 102 that form 
the basis for the rejections under this section made in this Office action: 

A person shall be entitled to a patent unless - 

(e) the invention was described in a patent granted on an application for patent by another filed in the United 
States before the invention thereof by the applicant for patent, or on an international application by another who 
has fulfilled the requirements of paragraphs (1), (2), and (4) of section 371(c) of this title before the invention 
thereof by the applicant for patent. 

The changes made to 35 U.S.C. 102(e) by the American Inventors Protection Act 
of 1999 (AIPA) and the Intellectual Property and High Technology Technical 
Amendments Act of 2002 do not apply when the reference is a U.S. patent resulting 
directly or indirectly from an international application filed before November 29, 2000. 
Therefore, the prior art date of the reference is determined under 35 U.S.C. 102(e) prior 
to the amendment by the AIPA (pre- AIPA 35 U.S.C. 102(e)). 

6. Claims 1-22 are rejected under U.S.C. 102(e) as being anticipated by Lai et al. (US 
PGPUB: 2003/0093610 Al) 

Claim 1 . (AMENDED) A flash memory having a map block, the map block 



comprising: 
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(Abstract, lines 1-5 - State that there is a flash memory that contains a 
physical block (a.ka. map block)) 

- a first mapping table containing a physical address allocated to a block 
of a plurality of blocks, (Abstract, lines 2-6 - State that there is a 
mapping table that has physical block addresses) 

- wherein the plurality of blocks constitute a data block and status 
information of each of the plurality of blocks; (Section 0022, lines 6- 
11 - State that "the mapping table 419 includes the address of a 
corresponding block. Therefore, a mapping table 419 can correspond 
to 128 or less physical blocks. Therefore, the physical blocks can be 
partitioned into a plurality of segments This means that there are a 
plurality of blocks that make up the data block, and there is 
information on each block) 

a second mapping table containing mapping information between the 
physical address and a local address of each of the plurality of blocks 
in the first mapping table (Section 0024, lines 2-4 - State that the data 
in the mapping table (a.k.a. local address) can be stored into a partial 
page of a physical block (a.k.a. physical address), and there is a 
plurality of blocks. Abstract, lines 2-6 - State the following: "a 
mapping table and preventing disorder of data due to abnormal 
disconnection and a control system thereof, wherein pages of a 
physical block store data of the mapping table of logical block 
addresses ") 

from which error blocks are excluded; (Section 0023, lines 20-21 - 
State that the "situation of erroneous connection of data can be 
effectively reduced 7 ', which is like saying that error blocks are 
excluded) 

and a third mapping table in which most recent mapping information is 
written and processed by a specified value to minimize an update 
operation of the second mapping table. (Section 0036, lines 1-5 - State 
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that the data (a, La mapping information) is written and stored in a 
"special reserved block of mapping update", which ultimately 
minimizes the update operation of the second mapping table) 
Claim 2. The flash memory as claimed in claim 1, wherein the map block further 
comprises a first, a second, and a third spare block for the respective first, 
second, and third mapping tables. (Section 0024, lines 10-11 - State that 
there is a special reserved block for each mapping table) 
Claim 3. The flash memory as claimed in claim 2, wherein the second and third 

spare blocks store previous mapping information which is updated due to 
mapping information generated by write and delete operations. (Section 
0024 \ lines 11-17) 
Claim 4. A flash memory access apparatus, comprising: 

a flash memory including a first mapping table, a second mapping 
table, a third mapping table and respective first, second, and third 
spare blocks, (Section 0022, lines 6-11 - State that "the mapping table 
419 includes the address of a corresponding block. Therefore, a 
mapping table 419 can correspond to 128 or less physical blocks. 
Therefore, the physical blocks can be partitioned into a plurality of 
segments " This means that there are a plurality of blocks that make 
up the data block, and there is information on each block 
wherein the first mapping table contains a physical address 
information of a data block, (Abstract, lines 2-6 - State that there is a 
mapping table that has physical block addresses) 

- the second mapping table contains mapping information of the first 
mapping table from which error blocks are excluded, (Section 0024, 
lines 2-4 - State that the data in the mapping table (a.k.a. local 
address) can be stored into a partial page of a physical block (a.k.a. 
physical address), and there is a plurality of blocks) 

- and the third mapping table contains most recent mapping information; 
(Section 0036, lines 1-5 - State that the data (a.k.a mapping 
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information) is written and stored in a "special reserved block of 
mapping update", which ultimately minimizes the update operation of 
the second mapping table) 

and a flash memory controller for generating a fourth mapping table 
containing free block information through the first, second and third 
mapping tables obtained from a map block in the flash memory, and 
for accessing respective physical addresses from and into which data 
will be read and written by referring to the second and third mapping 
tables in read operations and the fourth mapping table in write 
operations. (Section 0029) 
Claim 5. The flash memory access apparatus as claimed in claim 4, wherein the 
flash memory controller detects errors due to power cutoff during a data 
write process through the fourth mapping table and during a mapping 
information update process through the second and third mapping tables, 
and recovers data related to the errors. (Section 0040 - States that the ECC 
detects is there has been an abnormal disconnection) 
Claim 6. A method for accessing a flash memory having a first mapping table 

containing a physical address of a data block read from the flash memory, 
comprising the steps of: 

receiving a logical address along with a command if read and write 
operations are requested by a processor; (Section 0038, line 1 - States 
that the system obtains the address) 
- checking the logical address in a second mapping table containing 
mapping information, from which error blocks are excluded, (Section 
0023, lines 20-21 - State that the "situation of erroneous connection 
of data can be effectively reduced", which is like saying that error 
blocks are excluded) 

of physical address information of the data block read from the flash 
memory and a third mapping table containing the most recent mapping 
information, in order to perform the read and write operations; 
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(Section 0024, lines 2-4 - State that the data in the mapping table can 
be stored into a partial page of a physical block) 
- and accessing the physical address of a specified data block and 
performing the read and write operations, when the logical address 
exists within the second and third mapping tables. (Section 0035 - 
States that the logical address data is modified and stored) 

Claim 7. The method as claimed in claim 6, further comprising the step of treating 
the read operation as an error, when the logical address does not exist 
within the second and third mapping tables. (Abstract, lines 12-14) 

Claim 8. The method as claimed in claim 6, further comprising the step of 

accessing a physical address of a free block allocated through a fourth 
mapping table containing free block information created by a flash 
memory controller and performing the write operation, when the logical 
address does not exist within the second and third mapping tables. (Section 
0030 and 0031 - State that the write operation is performed by accessing 
a free block of physical memory) 

Claim 9. The method as claimed in claim 6, further comprising the step of 

initializing the flash memory by loading the mapping information for 
efficiently accessing the flash memory from a map block of the flash 
memory according to the operations requested by the processor. (Section 
0038, lines 1-3 - States that the system obtains the address for loading.) 

Claim 10. The method as claimed in claim 6, further comprising the step of detecting 
errors due to power cutoff occurring during the write operation process 
and recovering data related to the errors. (Abstract, lines 12-14) 

Claim 1 1 . The method as claimed in claim 6, wherein the read operation comprises 
the steps of: 

receiving a given logical address for a data read, if the read operation 
is requested by the processor; (Section 0008, lines 6-10 - State that 
there is a scan (read) action performed upon request by the 
microprocessor) 
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- translating the given logical address into a physical address of the flash 
memory into which data is written, by referring to the second and third 
mapping tables; (Section 0004, lines 5-15 - Describe the process of 
reading the logical addresses as physical addresses. Section 0005, 
lines 1-7 - Also describe a similar process)) 

determining in the translation step whether the given logical address is 
a valid address existing within the data block; (Section 0040, lines 1-2) 
and treating the read operation as a read error if the given logical 
address is not the valid address, or reading data written into the flash 
memory through the physical address and transmitting the read data to 
the processor if the given logical address is the valid address. (Section 
0040) 

Claim 12. The method as claimed in claim 6, wherein the write operation comprises 
the steps of: 

receiving a given logical address for a data write, if the write operation 
is requested by the processor; (Section 0028 - States that the system is 
waiting for a host computer to issue a write instruction) 
determining whether the given logical address exists within the second 
and third mapping tables; (Section 0029, lines 4-5 - State that the 
system needs to know in which segment the address exists) 
specifying an arbitrary block specified by a stepwise mapping scheme, 
if the given logical address exists, or searching for a free block 
allocated through a fourth mapping table containing free block 
information created by a flash memory controller as a physical address 
into which data will be written, if the given logical address does not 
exist; (Section 0029 - States that the microprocessor uses the logical 
block data to find addresses or searching for allocation, writing or 
mapping) 

- writing the mapping information between the given logical address 
and the physical address into the third mapping table according to the 
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specified physical address, and changing a pointer of the third 
mapping table indicating a use region according to the updated 
mapping information; (Section 0030, lines 4-5 - State that the data is 
to be written into a sector buffer, which should rest between the 
logical and physical addresses. There will inevitably be a pointer or 
the like to denote which region is being used) 

- receiving data transmitted from the processor in a buffer and writing 
the input data into the physical address; (Section 0021, lines 20-22 - 
State that the physical addresses can be stored in a buffer region. 
Section 0031, lines 3-6 - State that the data is written directly into the 
block) 

- determining whether errors have occurred during the data write step; 
(Section 0040, lines 1-2) 

- and if errors have occurred according to a result of the determination, 
writing a block corresponding to the physical address, as an error 
block, into the first mapping table containing the physical address of 
the data block read from the flash memory, changing the address 
information representing current mapping information to an address, 
(Section 0040, lines 2-5 -Describe how a block is written upon an 
error having been occurred) 

into which the updated first mapping table is written, according to 
updated error information, and searching the free block to attempt to 
write the data. (Section 0041 - States that the information must be 
retraced and read back into memory) 
Claim 13. The method as claimed in claim 12, further comprising the steps of: 

- allocating a new block for updating the mapping information of the 
third mapping table into the second mapping table and writing the 
mapping information of the second mapping table updated by the 
mapping information of the third mapping table into the allocated 
block, if a storage capacity of the mapping information of the third 
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mapping table allocated to the flash memory is insufficient due to 
previous mapping information; (Section 0032 and 0033 - State that a 
new block is added and new data is written and updated) 

- deleting the previous mapping information written into the third 
mapping table; (Section 0034 - States that all data in old block is 
erased) 

and changing pointers of the respective second and third mapping 
tables indicating the use region, according to the mapping information 
that is updated or deleted. (Section 0035 - States that the logical 
address data is modified and stored into a corresponding mapping 
table) 

Claim 14. The method as claimed in claim 12, further comprising the steps of: 

- allocating a new block for updating the mapping information of the 
third mapping table into the second mapping table and writing the 
mapping information of the second mapping table updated by the 
mapping information of the third mapping table into the allocated 
block, if storage capacities of the mapping information of the second 
and third mapping tables allocated to the flash memory are insufficient 
due to previous mapping information; (Section 0032 and 0033 - State 
that a new block is added and new data is written and updated) 
deleting the previous mapping information written into the second and 
third mapping tables; (Section 0034 - States that all data in old block 
is erased) 

- and changing pointers of the respective second and third mapping 
tables indicating the use region, according to the mapping information 
that is updated or deleted. (Section 0035 - States that the logical 
address data is modified and stored into a corresponding mapping 
table) 

Claim 15. (AMENDED) The method as claimed in claim 12, further comprising the 
steps of: 
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receiving data input from the processor in the buffer and then merging 
the input data and previously written data to write the merged data into 
the physical address, if the previously written data exists within the 
logical address; (Section 0036 - States that the data is stored into a 
block of mapping update) 

- and deleting the data in the block into which the data was previously 
written, after the data write is completed. (Section 0034 - States that 
all data in old block is erased) 

Claim 16. The method as claimed in any one of claims 12 to 14, further comprising 
the step of storing the previous mapping information in second and third 
spare blocks of the respective second and third mapping tables, whenever 
the mapping information of the mapping tables are updated. (Section 0035 

- States that mapping information is stored upon update) 

Claim 17. The method as claimed in claim 9, wherein the step of initializing the 
flash memory comprises the steps of: 

- checking entire information on the flash memory containing stored 
information related to the first mapping table address information 
written into the specified block of the flash memory; (Section 0008, 
lines 1-4 - State that the whole purpose of this invention is to provide 
an algorithm that has a lookup table, that will check the information 
on the flash memory) 

- reading the first mapping table from the map block of the flash 
memory and reading the second and third mapping tables through 
respective second and third mapping table regions allocated to the map 
block; (Section 0023, lines 13) 

logically merging the read first, second and third mapping tables to 
create a fourth mapping table and then storing the created fourth 
mapping table in a RAM; (Section 0024 - States that the mapping 
table can be stored into a physical address block, which resides in the 
RAM) 
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and waiting to perform the read or write operations requested by the 
processor. (Section 0024, lines 1-7 " - State that there is a place where 
the data can be stored while it waiting to perform a function) 
Claim 1 8. The method as claimed in claim 17, wherein the step of reading the first 
mapping table comprises the steps of: 

- searching for the address information of the first mapping table from 
the specified block by using the stored information; (Section 0006, 
lines 15-16- State that the microprocessor will scan all addresses. 
Section 0036, lines 3-5 - State that the data is capable of being 
searched) 

- detecting the address information and searching the first mapping table 
from the first mapping table block region allocated to the flash 
memory so as to write the address information searched in the first 
mapping table into the specified block, if the address information 
exists, (Section 0006, lines 16-22 - State that the addresses will be 
detected and the information will be written if the address exists) 

- or searching the first mapping table block region so as to generate the 
first mapping table and then to write the address information generated 
in the first mapping table into the specified block, if the address 
information does not exists; (Abstract, lines 12-14) 

- and reading out the first mapping table from the flash memory by 
using the searched or generated address information. (Section 8-10- 
States that the microprocessor scans addresses to all physical blocks) 

Claim 19. The method as claimed in claim 10, wherein the step of detecting the 
errors and recovering the relevant data comprises the steps of: 

- checking the second and third mapping tables from the map block of 
the flash memory to determine whether a plurality of the second and 
third mapping tables currently used exist within the map block; 
(Section 0031, lines 1-3 - State that here is a check of whether or not 
there are duplicates) 
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if the plurality of second and third mapping tables exist in the map 
block, determining that the errors have occurred due to power cutoff 
during the process of updating the mapping information and deleting 
the most recent mapping information written into the second and third 
mapping tables; (Section 0032 - States that the new data is written into 
clean blocks if the tables are duplicates) 

- merging the checked second and third mapping tables or the second 
and third mapping table with the most recent mapping information 
deleted there from and the first mapping table read out from the flash 
memory, into the fourth mapping table generated by the flash memory 
controller during an initialization process of the flash memory; 
(Section 0035 - States that the logical address data is modified and 
stored into their corresponding mapping tables so that relations could 
be built between them. Building a relation, is like merging the tables) 
searching a first free block form the merged fourth mapping table and 
determining whether the searched free block is a pure free block into 
which no data are written; {Section 0036, lines 3-5 - State that the data 
is capable of being searched. Section 0030 - States that the 
microprocessor figures out which block of data needs to be accessed 
and utilized) 

- and if the searched free block is not the pure free block, determining 
that the errors have occurred due to power cutoff during the process of 
writing the data and deleting the written data. (Section 0034 - States 
that the data is deleted after it is written) 

Claim 20. (NEW) The flash memory as claimed in claim 1, wherein the first 
mapping table includes physical block numbers for corresponding 
plurality of blocks and does not include logical block numbers, the second 
mapping table includes mapping information between the logical block 
numbers and the physical block numbers and the third mapping table 
includes at least one of the logical block numbers and at least one updated 
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physical block number. (Section 0035, lines 1-3: Lai states the following: 
"Step 309: Logical address data of the above block are modified and 
stored into the corresponding mapping table to build correct relations 
between them; ". Lai further shows that each logical address has a 
corresponding mapping table when he discloses the following: "Step 304: 
The microprocessor finds out the corresponding physical block of memory 
of the file to be accessed by the host computer through the data of 
mapping table, and stores the data to be written in at the host end into a 
sector buffer; " (Section 0030 t lines 1-5). Finally, Lai demonstrates how 
there are in fact a first, second, and up to Nth (which could include 3, 4, 
or 5 more buffers) buffers that each have their own corresponding 
mapping tables: "The buffer controller 42 can temporarily store the data 
to be accessed by the host computer 49 into a data storage region 41 (a 
first buffer 411, a second buffer 413, and an N-th buffer 419, each having 
the size of a sector) " (Section 0021, lines 11-15).) 

Claim 21 (NEW) The flash memory as claimed in claim 1, wherein the first 

mapping table, the second mapping table, and the third mapping table are 
logically summed to obtain a fourth mapping table. (Section 0021, lines 
20-23 - State the following: "The buffer 419 of the data storage region 41 
can be used as a mapping table 419 for storing corresponding physical 
block addresses (PBAs) of all memory physical blocks ".) 

Claim 22 (NEW) The flash memory as claimed in claim 21, wherein the fourth 
mapping table indicates free blocks and does not indicate used blocks. 
(Section 0039, lines 1-2- State the following: "The mapping table of the 
specified page is read from a reserved and not mapped block; ") 
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Response to Arguments 

7. Applicant's arguments (filed January 25, 2006) with respect to claims 1-22 have been 
considered but are moot in view of the previous, new and following ground(s) of rejection. 

8. With regards to Claim 1, the Applicant alleges that Lai does not show "how the first and 
third mapping tables are disclosed by Lai. Rather, the Examiner cites the data of the mapping 
update stored in the special reserved block as corresponding to both the first mapping table and 
the third mapping table. Because the teachings of Lai allegedly corresponding to the claimed 
elements are not arranged as required by the claim, Lai cannot teach each and every element of 
claim 1." However, Lai states the following: "Step 309: Logical address data of the above block 
are modified and stored into the corresponding mapping table to build correct relations between 
them;" (Section 0035, lines 1-3). Lai further shows that each logical address has a corresponding 
mapping table when he discloses the following: "Step 304: The microprocessor finds out the 
corresponding physical block of memory of the file to be accessed by the host computer through 
the data of mapping table, and stores the data to be written in at the host end into a sector 
buffer;" (Section 0030, lines 1-5). Finally, Lai demonstrates how there are in fact a first, second, 
and up to Nth (which could include 3, 4, or 5 more buffers) buffers that each have their own 
corresponding mapping tables: "The buffer controller 42 can temporarily store the data to be 
accessed by the host computer 49 into a data storage region 41 (a first buffer 41 1, a second 
buffer 413, and an N-th buffer 419, each having the size of a sector)" (Section 0021, lines 1 1- 
15). Therefore, the Applicant's argument is moot in view of the prior art. 

9. With regards to Claim 4, the Applicant alleges that Lai does not "disclose the claimed 
fourth mapping table containing free block information through the first, second and 
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thirdmapping tables obtained from a map block in the flash memory". However, Lai does in fact 
disclose that "The buffer 419 of the data storage region 41 can be used as a mapping table 419 
for storing corresponding physical block addresses (PBAs) of all memory physical blocks" 
(Section 0021, lines 20-23). Therefore, the Applicant's argument is moot in view of the prior art. 

1 0. Claim 6 stands rejected for the reasons submitted for claim 1 . 

11. Claims 2-3, 5, and 7-19 remain unchanged (besides amendments made for informalities) 
and therefore stand rejected. 

12. New Claims 20-22 stand rejected, due to the above grounds of rejection. 

Conclusion 

13. Applicant's amendment necessitated the new ground(s) of rejection presented in this 
Office action. Accordingly, THIS ACTION IS MADE FINAL. See MPEP § 706.07(a). 
Applicant is reminded of the extension of time policy as set forth in 37 CFR 1 .136(a). 

A shortened statutory period for reply to this final action is set to expire THREE 
MONTHS from the mailing date of this action. In the event a first reply is filed within TWO 
MONTHS of the mailing date of this final action and the advisory action is not mailed until after 
the end of the THREE-MONTH shortened statutory period, then the shortened statutory period 
will expire on the date the advisory action is mailed, and any extension fee pursuant to 37 
CFR 1.136(a) will be calculated from the mailing date of the advisory action. In no event, 
however, will the statutory period for reply expire later than SIX MONTHS from the date of this 
final action. 
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14. Any inquiry concerning this communication or earlier communications from the 
examiner should be directed to Lev I. Iwashko whose telephone number is (571)272-1658. The 
examiner can normally be reached on 9 Hours Schedule), from 8-4PM. 

If attempts to reach the examiner by telephone are unsuccessful, the examiner's 
supervisor, Matt Kim can be reached on (571)272-4182. The fax phone number for the 
organization where this application or proceeding is assigned is 571-273-8300. 

Information regarding the status of an application may be obtained from the Patent 
Application Information Retrieval (PAIR) system. Status information for published applications 
may be obtained from either Private PAIR or Public PAIR. Status information for unpublished 
applications is available through Private PAIR only. For more information about the PAIR 
system, see http://pair-direct.uspto.gov. Should you have questions on access to the Private PAIR 
system, contact the Electronic Business Center (EBC) at 866-217-9197 (toll-free). 





